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The revolutionary machined design of 
the XX Cassette uses the same grueling 
manufacturing techniques that produced
the PowerDome road cassette. With X-Dome, 
eight of the cogs are CNC-machined together 
out of a single block of billet steel, creating 
an incredibly lightweight, precise, and strong 
cassette. It’s a process that takes nine hours 
per cassette! The aluminum large cog can
be replaced as needed. You have never
seen a cassette that looks like this. The open 
design aids in mud clearance, giving you 
cleaner shifting performance and longer 
component life.   

Optimized for use with any SRAM
10 speed chain. Recommended:
PC 1090
PC 1090R

Leveraging the legendary history of
SRAM shifting, the XX Rear Derailleur 
delivers incredible speed and precision. 
Sealed ceramic pulleys give you the highest 
levels of durability. The carbon �ber cage 
has a dedicated length speci�c to 2x10. 
Exact Actuation technology eliminates
slop and shifting variation. It’s a rear 
derailleur perfected for ultimate o�-road 
performance.     

XX ™ REAR
DERAILLEUR

CASSETTE SPECS
WEIGHT: 208g (11-36)
TECHNOLOGIES: X-Glide shifting, X-Dome design
SPEEDS: 10
COG MATERIAL: CNC-lathed 4130 chromoly steel
LARGE COG MATERIAL: AL-7075-T6
LOCK-RING MATERIAL: AL-7075-T6
OPTIONS: Replaceable large cog
GEARING OPTIONS: 11-32 and 11-36

REAR DERAILLEUR SPECS
WEIGHT: 181g
SPEEDS: 10 speed for 2x10 system
TECHNOLOGY: Exact Actuation ratio, Direct Route Technology
INNER/OUTER
CAGE MATERIAL: Carbon �ber composite
SPRING MATERIAL: Titanium
INNER LINK: Forged AL-6061-T6
OUTER LINK: Carbon �ber composite
B-BOLT: AL-7075-T6
B-KNUCKLE: Forged AL-7075-T6
P-KNUCKLE: Grilon ®  composite
BEARING PULLEYS: Sealed ceramic
HARDWARE: Titanium and AL-7075-T6; TORX ® T25 bolts
CAGE LENGTH: 93mm
COMPATIBILITY: 36 tooth

Precision equals consistency equals victory. XX uses
the Exact Actuation shifting technology developed for 
SRAM road to help give you the ultimate MTB shifting 
experience. Exact Actuation delivers an identical 3mm 
adjustment between each gear on the cassette, replacing 
the typical slop found between gears with a crisp, clean, 
and immediate shift. This consistent, precise adjustment 
means smoother, faster, and better shifting with no 
variation in pull e�ort from gear to gear.
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XX CALIPER AND ROTOR

No component is tested more thoroughly 
than the brakes, because your life may very 
well depend on them. With an all-new two-
piece rotor design and a forged magnesium 
caliper, the XX Disc Brake defines the 
standard for braking performance and 
durability. The two-piece forged caliper 
allows for greater stiffness and performance 
in a lighter-weight package. The oversized 
pistons give you more stopping power with 
less lever pull, for easy one-finger braking. 
This is the lightest fully featured XC brake
in its class, yet it delivers maximum power 
and control.

XX™ BRAKE LEVERS

The perfect XC disc brake. The XX Carbon 
Fiber Lever Blade is nearly 30 percent 
lighter than our Juicy® Ultimate. The new 
U-clamp requires only one bolt, with or 
without MatchMaker X. Paired with the 
MatchMaker X clamp the XX Brake Lever 
gives you unparalled installation and 
adjustment options. 

XX™ DISC
BRAKES

BRAKE ASSEMBLY WEIGHT: 291.5g with Direct Mount and a 160mm rotor
CALIPER MATERIAL: Forged magnesium
ROTOR MATERIAL: Two-piece construction: AL-7075-T6 and stainless steel, riveted
PAD MATERIALS: Organic, alloy backed
HARDWARE: Titanium TORX® T25 bolts
ROTOR SIZES: 140mm (rear only), 160mm, 185mm

MATERIAL: Forged magnesium lever body, carbon fiber lever blade
HARDWARE: Titanium TORX T25 bolts
ADJUSTMENTS: Tool-free pad contact-point adjustment; tooled reach adjust
FEATURES: TaperBore technology, Power Reserve Geometry,  
 Ambidextrous, DOT 5.1 Fluid

CALIPER AND ROTOR SPECS BRAKE LEVER SPECS

- Mike Broderick, Pro Racer,
 Team Kenda Seven NoTubes,
 and XX Test Rider

“ THE UPGRADE IN BRAKE
 POWER AND MODULATION
 IS APPARENT AND THE
 WEIGHT SAVINGS VERY
 SIGNIFICANT.”    

MatchMaker X Compatible
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- Mary McConneloug, Team
 Kenda Seven NoTubes and
 XX Test Rider

SID, Reba, and Revelation—the RockShox® 
forks that command the XC and trail arena, 
elevated with XX Motion ControlTM. Already 
proven the world over through our BlackBox® 
Racing program and rigorous test-lab 
procedures, these forks integrate into the
XX group flawlessly. Who else could bring 
suspension to their group offering? No one. 
XX Motion Control damping offers the same 
great characteristics as our other Motion 
Control dampers: efficient small-bump 
performance and incredible reliability in a 

highly tunable package. Featuring Dual Flow 
rebound to accurately control beginning and 
ending stroke rebound, tunable low-speed 
compression, and the XLoc™ hydraulic 
actuated remote to turn on our lock-out and 
adjust the desired Floodgate. XX Motion 
Control can handle rider input, small bumps, 
and big hits any way you see fit.

Available forks featuring XX Motion Control: 
SID XX World Cup, SID XX, Reba XX, and 
Revelation XX.

XX FRONT
SUSPENSION

MATERIAL: AL-6061-T6 
FLUID: 5W suspension fluid; SRAM Pit StopTM

 suspension fluid recommended
HARDWARE: Titanium
OPTIONS: Left or right mounting

XLOC SPECS

RockShox is the leader in remote
suspension controls. The domination 
continues. The patent-pending XX XLoc 
works simply: just press to open and
press again to return to lock. The system
is completely sealed and installs directly
out of the box. The sealed system combats 
contamination with perfection and can be 
simply bled if needed. The hose is lighter 
and extremely flexible for distinct actuation. 
Also, we've produced 60 grams of weight 
savings compared to our PushLoc™/BlackBox® 
Motion Control™ actuated system. The 
minimalist design is compact and efficient, 
providing superior ergonomics without 
compromising the cockpit. XLoc integrates 
the MatchMaker™ X clamp for the ideal 
customized handlebar setup.  

XLOC™ 

SID® XX WORLD CUPSPECS

*Includes Xloc
1 Weight based on 265mm 1 1/8" steerer

TRAVEL: 80 / 100mm

SPRING: Dual AirTM

WEIGHT*: 1436g1

DAMPING: XX Motion Control

DAMPING ADJUST:

SPRING ADJUST: Air pressure via dual Schrader valves

CROWN: Hollow, one-piece carbon fiber

STEERER: Hollow, one-piece carbon fiber

LOWERS: Magnesium with Power Bulge,
post-mount disc brake

OPTIONS: N/A

RECOMMENDED
REAR SHOCK: MonarchTM / ArioTM

STANDARD COLORS: Black or white with XX
color-matched decals; SID Blue
with blue decals

UPPER TUBES: 32mm, 7000 series straight-wall
aluminum, low-friction anodized
with sag gradients

Remote actuated low-speed
compression to “Lock” with
external Floodgate, external
beginning stroke rebound

SID XX
80 / 100mm

Dual Air

1546g1

XX Motion Control

Air pressure via dual Schrader valves

Forged, AL 66 TV aluminum

Aluminum 1 1/8"

Magnesium with Power Bulge,
post-mount disc brake

N/A

Monarch / Ario

Black or white with green, red, or
XX color-matched decals; SID Blue
with blue decals

32mm, 7000 series straight-wall
aluminum, low-friction anodized
with sag gradients

Remote actuated low-speed
compression to “Lock” with
external Floodgate, external
beginning stroke rebound

REBA® XX
80 / 100 / 120mm

Dual Air

1651g (9mm) / 1781g (20mm)1

XX Motion Control

Air pressure via dual Schrader valves

Forged, hollow AL 66 TV aluminum

Aluminum 1 1/8" or 1.5 to 1 1/8" taper

Magnesium with Power Bulge,
post-mount disc brake

9mm QR or MaxleTM Lite 20mm, 
26" or 29" wheel options

Monarch / Ario

Black or white with XX
color-matched or red decals

32mm, 7000 series straight-wall
aluminum, low-friction anodized

Remote actuated low-speed
compression to “Lock” with
external Floodgate, external
beginning stroke rebound

REVELATION™ XX
130 / 140 / 150 / 120-150mm

Dual Air / Air U-TurnTM

1695g (9mm) / 1825g (20mm)1 Dual Air

XX Motion Control

Air pressure via dual Schrader valves

Forged, hollow AL-6061-T6

Aluminum 1 1/8" or 1.5 to 1 1/8" taper

Magnesium with Power Bulge,
post-mount disc brake

9mm QR or Maxle Lite 20mm

Monarch / Ario

Black or white with XX
color-matched decals

32mm, 7000 series straight-wall
aluminum, low-friction anodized

Remote actuated low-speed
compression to “Lock” with
external Floodgate, external
beginning stroke rebound

“I DON’T WANT TO RECOMMEND
 THE XLOC AND SID® XX™ WORLD
 CUP TO MY COMPETITORS—
 IT'S PART OF MY ULTIMATE
 SECRET WEAPON!”

SID XX World Cup Revelation™ XX

Reba® XX

SID XX
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A GLOBAL
SUCCESS
STORY
XX was a global effort. Working across
ten locations in six countries with an 
amazing team of engineers and designers, 
we collaborated to build the new standard 
of lightweight MTB performance. Driven 
and tested by our global teams of athletes, 
XX became a reality. But the inspiration 
came from you, our customers and riders 
everywhere around the world. Without
you, XX wouldn’t be possible. Thank you
for pushing us to deliver our very best.
We won’t stand still.

 SRAM global locations
 XX™ test-athlete locations

XX photography by:
James Caulfield and
Victor Lucas
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